‘Overground Fire Hydrant (PN16)
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Parga Adi /
g Makeme / Material
Gtwdo/ Body (525 Pik Dakiim / Cast fron (EN G.JL 250)
a e BGG-40.3 Sfers Dakim / Ducfie fon (EN 6.5 400-15)
Genel Ozellikler / General Specifications : oo Pt DO o B 31 250
ﬁilgumr? Sicokiik Araligi / Working Tamparatura : -10....+120 °C EE Alt Boru / Lower Fips Gmuammnammimﬂmm@ﬁmﬁm
= .
ig Ut Boru Uiper Pipe (525 Pik Dakiim / Casf fron (EN GJL 250)
BEG-40.3 Sfers Dkim / Duckie fon (EN 6.5 400-15)
Standartlar /Standards 6& _ :
Tasanm / Dasign : T5 BN 14384 O Kaplin / Goupling Aldrmirpurn Alagim / Aluminum Aoy
Dig Stondardh / Threod Standard : TS EN 1092-2 (PN16) EE o (525 Pik Dakiim / Cost fron (EN L 250)
Testler / Tasis TS EN 12266-1 B i il BEG-40.3 Sfer Dakiim / Ducfie fon (EN 6.5 400-15)
L] G65-40.3 Sfero Dokilm + Kouguk Kaplama
e =" Mapa / Saaf Saal : . ugulk Kop
uYgu|nmn|qr / Applications J G55-40.3 Ducfite kon + Rubber Comed
Yangin tesisatian / Fire insafiations Cekvalf/ Chack Ve CuZndDPb2 - CW&17N - Firing / Brass
(st Mil / Upper Shait Paslanmeaz Calik/ Stoinlazs Staal
Mil Horeket Bonusu Galvaniz Calik veya Paslonmaz Galik Boru
J Shaft Motion Pips J/ Golvmized Sfesl or Stoinkess Sieal Ape
Anma Basina f Noming! Prossuve 146 Bar
DN 80 | 100
h1 745 mm 745 mm
_ h2 | 550 mm | 550 mm
2 695 mm 695 mm
H
o | 1040 mm | 1040 mm
= . 1450 mm 1450 mm
| 1700 rmm | 1700 mm |
Gakag Oliist / Outlef Dimension 9% 50 2x65 i
Ak Kesme Sistemni / How Cut Sysfoms | Kuru Tip /£ Dry Type l
KV Debi Kapasitesi / Flownta (m?/ ) 120 210 '
v A | 180 | 150
£§ B 180
BE |
— c | 284 |
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