
Main characteristics
 Top-of-floor or on table weighing platform.
 1 load cell.
  Valid for legal metrology (see section on equipment 
metrological verification).

Construction
 3 versions available:
› A- Painted iron structure (RAL 5004), aluminium load cell (IP65) 

and AISI 304 stainless steel plate. 
› B- AISI 304 stainless steel structure, aluminium protected load 

cell (IP65) -no suitable for saline environments- and AISI 304 
stainless steel plate.

› C- AISI 304 stainless steel structure, load cell (IP67 for 600 kg 300 
x 300, 400 x 400 and 800 x 800 mm platforms; and IP68 for 150 and 
300 kg 600 x 600 mm and 800 x 800 mm platforms) and plate.
 Height adjustable feet 

Possible integration with                              
other equipment
 Dibal weight indicators.
 Cely weight indicators.
 Dibal LP-545 manual weight-price labellers.
 Cely PC-60 piece counting scale.
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        Packaging measures:                  Gross weight:
300 x 300 mm: L360 x W360 x H160 mm             8,5 kg
400 x 400 mm: L460 x W470 x H130 mm             14,5 kg
600 x 600 mm: L665 x W665 x H160 mm             27,7 kg
800 x 800 mm: L860 x W860 x H190 mm             80 kg

 300 300 104 127 

 400 400 104 138 

 600 600 148 168 
 800 800 170 205 

(min.)



300 x 300 6 75PR006303080_ _ _ 75PC006303080_ _ _ 75PS006303080_ _ _

15 75PR015303080_ _ _ 75PC015303080_ _ _ 75PS015303080_ _ _

30 75PR030303080_ _ _ 75PC030303080_ _ _ 75PS030303080_ _ _

60 75PR060303080_ _ _ --- 75PS060303080_ _ _

400 x 400 15 75PR015404080_ _ _ 75PC015404080_ _ _ 75PS015404080_ _ _

30 75PR030404080_ _ _ 75PC030404080_ _ _ 75PS030404080_ _ _

60 75PR060404080_ _ _ 75PC060404080_ _ _ 75PS060404080_ _ _

150 75PR150404080_ _ _ 75PC150404080_ _ _ 75PS150404080_ _ _

600 x 600 60 75PR060606080_ _ _ 75PC060606080_ _ _ 75PS060606080_ _ _

150 75PR150606080_ _ _ 75PC150606080_ _ _ 75PS150606080_ _ _

300 75PR300606080_ _ _ 75PC300606080_ _ _ 75PS300606080_ _ _

800 x 800 150 75PR150808080_ _ _ 75PC150808080_ _ _ 75PS150808080_ _ _

300 75PR300808080_ _ _ 75PC300808080_ _ _ 75PS300808080_ _ _

600 75PR600808080_ _ _ --- 75PS600808080_ _ _

Ref. Ref. Ref.

A VERSION
Iron structure, aluminium           

load cell, s. steel plate

B VERSION
S. steel structure, aluminium 

protected load cell, s. steel plate

C VERSION
Fully stainless steel

DIMENSIONS (mm)

Accessories

* Only for 300 x 300 mm platforms.
* * Except for 300 x 300 mm platforms.

Iron column kit for Cely VC-50 M 
indicators

S. steel column kit for DMI-610 S. Steel 
and DMI-620, and Cely VC-80 I 
indicators

RANGE (kg)
(3.000 div.)

For multirange option, contact us.

Models

Iron column kit for DMI-610 BASIC 
ABS and DMI-610 ABS indicators

Ref: 495700A Ref: 495586A Ref: 495702A

Ref: 495701A Ref: 495588A Ref: 495703A

H330 mm column* H330 mm column* H330 mm column*

H660 mm column** H660 mm column** H660 mm column**
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