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FLX-PLO-EPP-R-75-3-6-3-6-d1

FLX-PLO-EPP-R-P-75-13-d1

n 
x 
d2

KOD SAP
A

[mm]
B

[mm]
C

[mm]
L

[mm] d1 [mm] n [szt] d2
[mm]

FLX-PLO-EPP-R-75-2-4-2-4-d1 514 320 86 36 80-200 12 63
FLX-PLO-EPP-R-75-2-4-2-0-d1 514 320 86 36 80-200 8 63
FLX-PLO-EPP-R-75-0-4-0-4-d1 514 320 86 36 80-200 8 63
FLX-PLO-EPP-R-75-0-4-0-0-d1 514 320 86 36 80-200 4 63
FLX-PLO-EPP-R-75-2-4-0-0-d1 514 320 86 36 80-200 6 63
FLX-PLO-EPP-R-75-0-3-0-3-d1 514 320 86 36 80-200 6 63
FLX-PLO-EPP-R-75-2-2-2-2-d1 514 320 86 36 80-200 8 63
FLX-PLO-EPP-R-75-2-2-2-0-d1 514 320 86 36 80-200 6 63
FLX-PLO-EPP-R-75-3-6-3-6-d1 714 394 86 36 80-250 18 63
FLX-PLO-EPP-R-75-3-6-3-0-d1 714 394 86 36 80-250 12 63
FLX-PLO-EPP-R-75-3-5-3-5-d1 714 394 86 36 80-250 16 63
FLX-PLO-EPP-R-75-0-6-0-6-d1 714 394 86 36 80-250 12 63
FLX-PLO-EPP-R-75-0-5-0-5-d1 714 394 86 36 80-250 10 63
FLX-PLO-EPP-R-75-2-0-0-6-d1 714 394 86 36 80-250 8 63
FLX-PLO-EPP-R-75-2-5-2-5-d1 714 394 86 36 80-250 14 63
FLX-PLO-EPP-R-75-3-6-0-0-d1 714 394 86 36 80-250 9 63
FLX-PLO-EPP-R-75-0-6-0-0-d1 714 394 86 36 80-250 6 63
FLX-PLO-EPP-R-75-2-6-0-0-d1 714 394 86 36 80-250 8 63

FLX-PLO-EPP-R-P-75-13-d1 514 320 230 36 80-200 13 63
FLX-PLO-EPP-R-P-75-12-d1 514 320 230 36 80-200 12 63
FLX-PLO-EPP-R-P-75-11-d1 514 320 230 36 80-200 11 63
FLX-PLO-EPP-R-P-75-10-d1 514 320 230 36 80-200 10 63
FLX-PLO-EPP-R-P-75-9-d1 514 320 230 36 80-200 9 63
FLX-PLO-EPP-R-P-75-8-d1 514 320 230 36 80-200 8 63
FLX-PLO-EPP-R-P-75-7-d1 514 320 230 36 80-200 7 63
FLX-PLO-EPP-R-P-75-6-d1 514 320 230 36 80-200 6 63
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ALNOR® ventilation system
is a registered trademark protected by a technical patent. All modification rights reserved.

Description

Manifold for FLX-REKU system

FLX-PLO-EPP-R

Product code example
Product code:             FLX-PLO-EPP-R - 75 - 3-6-3-0 - 160 -

type
diameter Ød2
number of spigots n 
diameter Ød1
type of connection
     male
F - female

Dimensions
An example of a technical drawing of 
FLX-PLO-EPP-R-75-3-6-3-6-d1 distribution box

FLX-PLO-EPP-R manifolds are intended for use in domestic 
mechanical ventilation systems. These manifolds collect semi-
rigid ducting with a 75mm diameter, which is then distributed 
to the rooms. A typical MVHR installation will have 1 to 2 
such manifolds on the supply air duct and similarly on the 
extract air duct. Manifolds are constructed using expanded 
polypropylene (EPP), which also has an insulating property. 
Additional advantages of EPP include its lightweight with a 
strong stiffness at the same time, good acoustical properties, 
and corrosion resistance.

Product code
A

[mm]
B

[mm]
C

[mm]
L

[mm]
d1

[mm]
n

[pcs.]
d2

[mm]

FLX-PLO-EPP-R-75-2-4-2-4-d1 514 320 86 36 125-160 12 63

FLX-PLO-EPP-R-75-2-4-2-0-d1 514 320 86 36 125-160 8 63

FLX-PLO-EPP-R-75-0-4-0-4-d1 514 320 86 36 125-160 8 63

FLX-PLO-EPP-R-75-0-4-0-0-d1 514 320 86 36 125-160 4 63

FLX-PLO-EPP-R-75-2-4-0-0-d1 514 320 86 36 125-160 6 63

FLX-PLO-EPP-R-75-0-3-0-3-d1 514 320 86 36 125-160 6 63

FLX-PLO-EPP-R-75-2-2-2-2-d1 514 320 86 36 125-160 8 63

FLX-PLO-EPP-R-75-2-2-2-0-d1 514 320 86 36 125-160 6 63

FLX-PLO-EPP-R-75-3-6-3-6-d1 714 394 86 36 125-200 18 63

FLX-PLO-EPP-R-75-3-6-3-0-d1 714 394 86 36 125-200 12 63

FLX-PLO-EPP-R-75-3-5-3-5-d1 714 394 86 36 125-200 16 63

FLX-PLO-EPP-R-75-0-6-0-6-d1 714 394 86 36 125-200 12 63

FLX-PLO-EPP-R-75-0-5-0-5-d1 714 394 86 36 125-200 10 63

FLX-PLO-EPP-R-75-2-0-0-6-d1 714 394 86 36 125-200 8 63

FLX-PLO-EPP-R-75-2-5-2-5-d1 714 394 86 36 125-200 14 63

FLX-PLO-EPP-R-75-3-6-0-0-d1 714 394 86 36 125-200 9 63

FLX-PLO-EPP-R-75-0-6-0-0-d1 714 394 86 36 125-200 6 63

FLX-PLO-EPP-R-75-2-6-0-0-d1 714 394 86 36 125-200 8 60
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ALNOR® ventilation system
is a registered trademark protected by a technical patent. All modification rights reserved.

Manifold for FLX-REKU system

FLX-PLO-EPP-R

Product code: FLX-PLO-EPP-R-Ød2-1-2-3-4-Ød1

How to order

Choose distribution box according to number of spigots:

Types of plenum boxes

where:
type  FLX-PLO-EPP-R
Ød2 FLX-HDPE-75 duct spigot diameter
1-2-3-4 number and configuration of connection spigots 
Ød1 125-160 or 125-200 mm SPIRAL duct  diameter 
F  female connection / no symbol = male connection 

FLX-HDPE
Ø [mm]

No. of FLX duct
connection spigots n

[pcs.]

Product code
of distribution box

75

4 FLX-PLO-EPP-R-75-0-4-0-0-d1

6

FLX-PLO-EPP-R-75-2-4-0-0-d1

FLX-PLO-EPP-R-75-0-3-0-3-d1

FLX-PLO-EPP-R-75-2-2-2-0-d1

8

FLX-PLO-EPP-R-75-2-4-2-0-d1

FLX-PLO-EPP-R-75-0-4-0-4-d1

FLX-PLO-EPP-R-75-2-2-2-2-d1

FLX-PLO-EPP-R-75-2-0-0-6-d1

FLX-PLO-EPP-R-75-2-6-0-0-d1

9 FLX-PLO-EPP-R-75-3-6-0-0-d1

10 FLX-PLO-EPP-R-75-0-5-0-5-d1

12

FLX-PLO-EPP-R-75-2-4-2-4-d1

FLX-PLO-EPP-R-75-3-6-3-0-d1

FLX-PLO-EPP-R-75-0-6-0-6-d1

14 FLX-PLO-EPP-R-75-2-5-2-5-d1

16 FLX-PLO-EPP-R-75-3-5-3-5-d1

18 FLX-PLO-EPP-R-75-3-6-3-6-d1

Examples of air flow distribution (supply air):

Pressure drop chart (supply air) for manifolds up to 12 spigots
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]

Air flowAir flow

Pressure drop chart (supply air) for manifolds up to 18 spigots
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Air flowAir flow

0-3-0-3 (160 mm inlet)

Pressure drop: 5.83 Pa
Airflow: 180 m3/h
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ALNOR® ventilation system
is a registered trademark protected by a technical patent. All modification rights reserved.

Manifold for FLX-REKU system

FLX-PLO-EPP-R
0-4-0-0 (125 mm inlet)

Pressure drop: 5.53 Pa
Airflow: 120 m3/h

0-4-0-0 (160 mm inlet)

Pressure drop: 4.93 Pa
Airflow: 120 m3/h

0-4-0-0 (160 mm inlet)

Pressure drop: 4.93 Pa
Airflow: 120 m3/h

0-4-0-4 (160 mm inlet)

Pressure drop: 10.08 Pa
Airflow: 240 m3/h

0-5-0-5 (200 mm inlet)

Pressure drop: 9.74 Pa
Airflow: 300 m3/h

0-6-0-6 (200 mm inlet)

Pressure drop: 12.35 Pa
Airflow: 360 m3/h

2-0-0-6 (200 mm inlet)

Pressure drop: 6.77 Pa
Airflow: 240 m3/h

2-2-2-2 (160 mm inlet)

Pressure drop: 7.35 Pa
Airflow: 240 m3/h
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ALNOR® ventilation system
is a registered trademark protected by a technical patent. All modification rights reserved.

Manifold for FLX-REKU system

FLX-PLO-EPP-R
2-4-0-0 (160 mm inlet)

Pressure drop: 5.77 Pa
Airflow: 180 m3/h

3-5-3-5 (200 mm inlet)

Pressure drop: 14.84 Pa
Airflow: 480 m3/h

2-4-2-0 (160 mm inlet)

Pressure drop: 6.71 Pa
Airflow: 240 m3/h

3-6-3-0 (200 mm inlet)

Pressure drop: 8.89 Pa
Airflow: 360 m3/h

2-5-2-5 (200 mm inlet)

Pressure drop: 13.26 Pa
Airflow: 420 m3/h

2-4-2-4 (160 mm inlet)

Pressure drop: 13.81 Pa
Airflow: 360 m3/h
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Materiał

Skala

1 : 4

A4

Nazwa części

MONTAŻ_WKRĘTY_FLX-EPP-R
FormatMasa

DataData

01.12.2021

Nie
dotyczy

WKRĘT SRS-D4-80

PODKŁADKA PDS-6

KOŁEK KROZ-06-30

WKRĘT 4x25

KĄTOWNIK

Stosować do montażu do puszek rozdzielaczowych:
-zestaw po 4 sztuki: podkładka, wkręt, kołek
-zestaw po 4 sztuki: kątownik, wkręt
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ALNOR® ventilation system
is a registered trademark protected by a technical patent. All modification rights reserved.

Manifold for FLX-REKU system

FLX-PLO-EPP-R
Installation method

Installation using angle brackets

Angle brackets for easy installation  
Code: FLX-BRACK-10-EPP

To install manifolds (distribution boxes), use:
• The set of 4 pieces: washer, screw, wall plug
• The set of 4 pieces: angle bracket, screw 

Installation using wall plugs

Note! All mounting accessories must be purchased 
separately!

PDS-6 WASHER

SRS-D4-80 SCREW

KROZ-06-30 WALL PLUG

SCREW 4x25

ANGLE BRACKET


