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GLOBALFLEX®-Cin Anlehnung an EN 50525-2-51

 –––––––––––––––––––––————————–––––––––––––––––––––––––--------------------––®

 –––––––––––––––––––––————————–––––––––––––––––––––––––--------------------––

 
 –––––––––––––––––––––————————–––––––––––––––––––––––––--------------------––CPR-Leistungsklasse Ecanach EN 50575  

 
 –––––––––––––––––––––————————–––––––––––––––––––––––––--------------------––

(PVC-control cable 300/500 V, Cu-braiding, without inner sheath)

Application –––––––––––––––––––––————————–––––––––––––––––––––––––--------------------––GLOBALFLEX®-C control cables are for use as data cable in control circuits, in tool-making and machine industries as well as a signal cable in computer systems and electronics. The more usual PVC inner sheath has been replaced in these cables by a stabilising foil separator, thus reducing the total diameter of the cables considerably and thereby reducing the bending radius, total weight etc.interference-free signal transfer etc.The dense screening assures disturbance-free transmission of all signals and impulses. An ideal disturbance free control cable for the above application.The product corresponds to the directive 2014/35/EU directive (low voltage directive).
Construction –––––––––––––––––––––————————–––––––––––––––––––––––––--------------------–– acc. to EN 60228 cl. 5 Insulation special PVC gnye core as protective conductor OZ without protective conductorStranding cores twisted in layers, plastic foilShielding tinned copper braidSheath special PVC, grey (RAL 7001) meter marking without committment 
Technical data –––––––––––––––––––––————————–––––––––––––––––––––––––--------------------––CPR performance class Ecaacc. to EN 50575 Nominal voltage                 300 / 500 VTest voltagecore/core 2000 Vcore/screen 1000 VInsulation resistance               min. 20 M x kmConductor temperature Minimum bending radius    
Remarks –––––––––––––––––––––————————–––––––––––––––––––––––––--------------------––Conditionally resistant to oils.0482 part 265-2-1/EN 50265-2-1/IEC 60332-1.The materials used are free from silicone and cadmium and free from varnish damaging substances.
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NennquerschnittNo.cores xcross-sec. approx. outer Ø Cu-ZahlCopper content Weight XBK-code
mm2 mm kg/km kg/km

® 5,4 29,0 54,03 G 0,5 5,7 39,0 55,04 G 0,5 6,3 46,0 71,05 G 0,5 6,8 51,0 89,07 G 0,5 7,6 68,0 94,012 G 0,5 9,8 101,0 200,06,1 38,0 59,03 G 0,75 6,4 48,0 70,04 G 0,75 6,9 58,0 82,05 G 0,75 8,0 72,0 104,07 G 0,75 8,6 90,0 125,012 G 0,75 11,0 148,0 232,018 G 0,75 13,1 205,0 284,0 3006670625 G 0,75 15,0 281,0 380,0 300654066,4 46,0 65,03 G 1 6,7 57,0 83,04 G 1 7,3 72,0 93,05 G 1 8,1 84,0 116,07 G 1 9,1 109,0 147,012 G 1 11,5 185,0 234,018 G 1 13,8 253,0 380,025 G 1 16,8 354,0 656,0 300656067,4 58,0 89,03 G 1,5 7,6 77,0 100,04 G 1,5 8,4 94,0 124,05 G 1,5 9,1 114,0 147,07 G 1,5 10,0 146,0 186,012 G 1,5 13,0 241,0 310,018 G 1,5 15,6 355,0 447,0 3006380625 G 1,5 18,8 498,0 634,0 300693068,3 92,0 164,0 300723063 G 2,5 9,1 118,0 188,04 G 2,5 10,0 147,0 236,05 G 2,5 11,3 176,0 270,07 G 2,5 12,0 253,0 340,0 300724064 G 4 11,8 248,0 302,05 G 4 13,0 270,0 370,04 G 6 13,6 343,0 380,0 300877065 G 6 15,1 439,0 500,04 G 10 17,6 535,0 647,04 G 16 20,4 800,0 931,0 40464106Other sections on request. (Production range: 2 - 100 cores, 0,5 - 185 mm²)


