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CLINICAL WASTE
SAFE COLLECTION AND TRANSPORTATION

// SOLID STRIKER PLATE
// TRIANGULAR SLAM LOCK
// WATERTIGHT

CLINICAL WASTE CONTAINERS
WEBER MGB 770L
IN ACCORDANCE WITH EN 840 / UN-CODE 3291
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MGB 240L / 360L / 660L / 770L / 1100L C
CLINICAL WASTE CONTAINERS
IN ACCORDANCE WITH EN 840 / UN-CODE 3291
• certified	Weber	Clinical	Waste	Containers 

240, 360, 660, 770 and 1100 litre, made from HDPE 
in accordance with EN 840

• resistant to UV, cold, heat and chemicals
• UN-certified	for	collection	of	dangerous	material	
• watertight (without drainage hole)
• with triangular slam lock
• packing groups II and III with UN-marking 50H/Y
• marked for bio medical and clinical waste 

in accordance with UN3291 
   

Customer	field	197	x	30	mm	for	all	2-wheeled	bins	(customer	name	or	blank)
Customer	field	370	x	49	mm	for	all	4-wheeled	bins	(customer	name	or	blank)

WEBER 2-WHEELED / 4-WHEELED MGB 240L 360L 660L 770L 1100L C

Nominal volume (l) 240 360 660 770 1100
Nominal payload (kg) 96 144 270 310 440
Empty weight ca. (kg) 11,7 18,9 37,6 41,0 52,6

Total height (mm) 1067 1098 1230 1316 1309
Body, height (mm) 985 1005 1145 1235 1212
Total depth, lid open (mm) 720 878 778 791 1113
Body, total depth with hinges (mm) 772 779 1085
Total width (mm) 576 596 1212 1213 1205
Lid, width (mm) 533 580 1134 1134 1168
Travelling gear, width (mm) 575 578 480 485 745
Wheel Ø (mm) 200/250 200/300 160/200 160/200 200
Ground clearance (mm) 190 190 225

We reserve the right to make dimensional and constructional alterations.


