
WEIGHT ONLY
SCALE

PS

Main characteristics
• industrial weight only scale without 

printer.
• Valid for legal metrology (only in Cely

PS-50 M).
• Battery:
· Up to 70 hours’ runtime for all the models, 

depending on conditions of use.
• iP65 protection equivalent (only in Cely

PS-70 i).

Outstanding functions
• Weighing.
• Units’ change.
• Auto power off.
• Tare.

Range / Accuracy
• Cely PS-50: 3 kg / 0.5 g,  6 kg / 1 g o 

15 kg / 2 g. 
• Cely PS-50 M: 3 kg / 1 g, 6 kg / 2 g o 

15 kg / 5 g. 
• Cely PS-70 i: 6 kg / 2 g o 15 kg / 5 g. 

Available formats
• Flat.

Construction
• Structure:
· Ps-50 and Ps-50 M: ABs plastic housing.
· Ps-70 I: stainless steel housing.

• Console:
· Ps-50 and Ps-50 M: Keypad with 3-keys

and backlit LCD display of 5 digits (20 mm).
· Ps-70 I: Keypad with 3-keys and backlit 

LCD display of 4 digits (25 mm).
• Plate:
· Material: stainless steel.

Power supply
• Mains: AC (12 V / 500 mA) adaptor.
• internal rechargeable battery:
· 6 V / 4 Ah in Ps-50 or Ps-50 M.
· 6 V / 3.2 Ah in Ps-70 I.

METROLOGICAL 
VERIFICATION

INCLUDED IN Ps-50 M

Image of Cely PS-50
or Cely PS-50 M

Image of Cely PS-70 I

DIMENSIONS

A

B

C

235 230

240 300

130 130

DATA IN mm

PS-70 I
PS-50

PS-50 M

Dimensions of the plate for the
3 models: 230 x 190 mm.
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MODELS:

Cely PS-50

Ref.: 71A0PS500001UE

RANGE 3 KG / 0.5 G

Ref.: 71A0PS500002UE

RANGE 6 KG / 1 G

Ref.: 71A0PS500003UE

RANGE 15 KG / 2 G

Cely PS-50 M

Ref.: 71APS50M0004__

RANGE 3 KG / 1 G

Ref.: 71APS50M0005__

RANGE 6 KG / 2 G

Ref.: 71APS50M0006__

RANGE 15 KG / 5 G

Cely PS-70 I

Ref.: 71APS70I0005UE

RANGE 6 KG / 2 G

Ref.: 71APS70I0006UE

RANGE 15 KG / 5 G
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