
トルクリミッタは、バネ式でありながら正・逆両方向に同トルクでスリップし、環境条件に影響されにくく、広範囲のトルク設定が可能です。

トルクリミッタOTLSW型はトルク発生方式に板バネを使用することで、バックラッシの低減及び小型・高トルク化を実現した新たなシリーズです。

DURABILITY TEMPERATURE CHARACTERISTICS
Test with allowable revolution speed Test with allowable revolution speed

SPEED CHARACTERISTICS

MOUNTING IMAGE MAIN MATERIALS

Application
Shaft
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Torque
[mN・m] (gf・cm)

15.5
  392.0 (4000)

  196.0 (2000)

    98.0 (1000)

    68.6 (700)

    58.8 (600)

t
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Size   [mm]
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Part name Material
       Housing         Plastics

       Cap         Plastics
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       Sleeve         Sintered Steel

       Spring         Piano Wires

       Washer         Plastics

   TLD7-822-200W

   TLD7-822-400W

Rotation
Direction

Both
Direction

    49.0 (500)

    39.2 (400)

d1 D1W1W2 d3t2d2D2

    29.4 (300)

    19.6 (200)

   TLD4-618-40W

   TLD4-618-50W-1

   TLD4-618-60W

   TLD4-618-70W-1

   TLD4-618-100W

Allowable
Revolution

Speed  [r.p.m]

50

400

Code

530008

530001

530009

530013

530005

530015

530006

530050

530051

Part No.

   TLD4-618-20W

   TLD4-618-30W

BENEFIT
・Various torque selection

・Compact and lightweight

・Competitive price

APPLICATION EXAMPLES
・Copy machines

・Torque wrench

・Torque hinge

TLD SERIES RoHS

CAD Data Download
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