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Main characteristics
 Top-of-floor weighing platform.
 4 load cells.
 Valid for legal metrology (see section on equipment 
metrological verification).

Construction
 Structure:

 › Painted steel (RAL 5004). 
 Plate: 

 › 3-4 mm thick embossed sheet. 

 4 nickel steel load cells (IP67).
 ABS junction box (IP66).
 5 m cable to connect the load cells to a weight indicator.
 Height adjustable feet.

Posible integration with
other equipment
 Dibal weight indicators.
 Cely weight indicators.
 Dibal LP-545 manual weigh-price labeller.
 Cely PC-60 piece counting scale.
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 800 800 100 110 

              Packaging measures: 
    800 x 800 mm: L820 x W820 x H120 mm
1,000 x 1,000 mm: L1,020 x W1,020 x H120 mm
1,200 x 1,200 mm: L1,220 x W1,220 x H120 mm
1,200 x 1,500 mm: L1,220 x W1,520 x H120 mm
1,500 x 1,500 mm: L1,520 x W1,520 x H120 mm

Gross weight:
44 kg
56 kg
71 kg
89 kg
107 kg



1,000 x 1,000 mm

Ref.: 
71HS8H0207_ _ _

Ref.: 
71HS8H1207_ _ _

1,200 x 1,200 mm

Ref.: 
71HS8H1307_ _ _

Ref.: 
71HS8H0607_ _ _

Models

Accessories

Platform modelAccessories Ref.

>  Iron ramp > Stainless steel column for indicator

800 x 840 mm iron ramp 800 x 800 mm. 71HRH0100

1,000 x 840 mm iron ramp 1,000 x 1,000 mm. 71HRH0200

1,200 x 840 mm iron ramp 1,200 x 1,200 mm. 71HRH1200

1,200 x 840 mm iron ramp
1,200 x 1,500 mm.

71HRH1200

1,500 x 840 mm iron ramp 71HRH0600

1,500 x 840 mm iron ramp 1,500 x 1,500 mm. 71HRH0600

Stainless steel H1,000 mm column for indicator 800 x 800  / 1,000 x 1,000 / 1,200 x 1,200 / 1,200 x 1,500 / 
1,500 x 1,500 mm. BB-C2610

RANGE 1,500 kg (3,000 divisions)

1,200 x 1,500 mm 1,500 x 1,500 mm
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800 x 800 mm

Ref.: 
71HS8H0105_ _ _

RANGE 600 kg (3,000 divisions)

1,000 x 1,000 mm

Ref.: 
71HS8H0209_ _ _

Ref.: 
71HS8H1209_ _ _

1,200 x 1,200 mm

Ref.: 
71HS8H1309_ _ _

Ref.: 
71HS8H0609_ _ _

RANGE 3,000 kg (3,000 divisions)

1,200 x 1,500 mm 1,500 x 1,500 mm


